


KOZI Model DV1-MI Gas Insert

=== Safety Features

Designed for use with Natural Gas or Liquid

Propane.
35,000 and 33,000 btu/h Maximum Input For

Natural Gas & Propane.
Peizo Ignitor System For safe easy lighting.

Easily accessed Concealed control

compartment provides clean appreance.
Thermostacally controled, dual spped twin

blower system.
Control over radiant or forced air convection

heat distribution.
Separate On-Off switch for burner system.

Easy and versitile installation.
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Design Features .

Adjustable gas regulator which allows flame
and heat control.

All visable corners and edges are cafefully
finished for safety and appearance.

Heavy Duty, full hearth extension.

Installs on cumbustable surfaces without

additional floor protection.
Solid steel 24 K gold plated door and grill.

Ceramic safety glass rated for 1400°F (760°C)
30 tube heat exchanger engineered for highly
efficient heat transfer.

Four peice simulated canadian oak log set.
Specially designed char patterns for realistic
glowing embers.

Optional Features ==

Tested and certified to the most stringent
C.G.A and A.G.Aroom heater standards, for
safety, and efficiency by Warnock Hersey.
Double wall construction burn chamber allows
outer surfaces to remain cool to the touch
Thermostatically controled blower system
reduces excessive heat build up.
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Thermostat and bedroom heater approved.
Seperate wall mounted thermostat allowing for
automaticaly controled room temperature.

All units can be easily upgraded with infrared
remote control starters which can control both
temperature and flame

Appliance Specifications .
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Top of unitto mantle 18” (457 mm) | =
Minimum fireplace opening 227x20.5”x16 Side of unit to wall  10” (254 mm) D i
Maximum opening surround #1 39”x29” _ Ceiling height = 84” (2134 mm)
Side and Back of unit 0” (0 mm) e b

Maximum opening surround #2 45”x32”

Top and Bottom of unit 0” (0 mm)
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Manufactured by:

APR Industries Ltd.
1354 Waverley Street,
Winnipeg, Manitoba
R3T OP5, Canada
http://www.kozistove.com
email: mail@kozistove.com

Yourlocal KOZI Dealer Is




